
Installation guide 
The PU sensor kit includes a main unit, a sensor plate, an 

inflatable, a charging plate with a holder and a net adaptor, 

a quick start guide and this installation guide.  

When the device is to be used the sensor plate and the 

inflatable needs to be connected at the back of the 

device, as shown in Figure 1. The inflatable should be 

screwed into the leftmost connector. The sensor plate is 

inserted into the rightmost connector, with a click that 

indicates correct insertion. 

Figure 1. The back of the main unit.  

Connect the inflatable to A and the sensor plate to B.  

  



To charge the device, place the charging plate in the 

holder and connect it to the net adapter, which is to be 

connected to a mains outlet. Then place the device on the 

charging plate, as shown in Figure 2. An LED on the 

charging pad will change from red to blue to indicate 

that the device is charging. If there is enough battery 

capacity display and a beep will indicate this as well.  

 

Figure 2. The position of the main unit on the charging plate. 

The device is started when any button is pressed. The 

start-up process takes up to a minute and the screen will be 

black during parts of the process.  

The first thing that is shown when starting the device is a 

user agreement. Read through the entire user agreement by 

scrolling with the touch function and then accept it by 

pressing “Accept”. 

 

 

 



Figure 3. The pages shown when first starting the device. 

The device will then inform you that it needs to be 

connected to a WiFi network. Press “Info” and then 

“Admin”. You will be asked to enter a password, which is 

the four last digits of the serial number. The serial number 

is found on the bottom of the device, and is in the format 

MU-20-01-1234, where 1234 is the password. 

On the Admin page, set the date and time and press 

“Save”. Then press “Network settings” to connect to a Wi-

Fi network. There you can press “Add” to find a visible 

network, choose it and enter a network password. You can 

also connect to a hidden network if you press “Add” and 

enter the SSID and password. If needed ask your supplier 

for additional network information. 

  



As a last step in the installation process you should select 

language. From the Admin page press “Select language”. 

Find your language in the list and press “Select”, then 

press “Restart”. The device will restart with the selected 

language, which may take up to a minute. 

 

 

 

 

 

 

 

 

A full user manual can be found through the link below 

or by scanning the QR code. 

            

www.pusensor.se/en/userpages/ 
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Teknikringen 7  
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